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Selecting the safety parameters for i750 with AS V1.4
Issued by:			.....
Machine / type:		.....
Systems / system part:	.....
Name of axis:			.....

	Password

	0.1 Password (min. 6 characters)
	|_| Standard „Lenze Safety“
	|_| Own    .....

	0.2 Muting password (min. 6 characters)
	.....



	General

	1.1.1 Safety address
	     
	1.1.2 Parameter set: Version
	i750 AS V1.4




	Muting general

	2.1 MUT: Mute S-bus
	|_| No muting
	|_| Mute completely




	Safety bus general

	3.1 S-Bus configuration
	|X| FSoE / EtherCAT onboard




	Safe torque off

	4.1.1 STO Source S-bus
	|_| Deactivated
	|_| Activated

	4.1.2 STO: Restart
	|_| Acknowledged restart
	|_| Automatic restart



	Safe stop 1/2

	4.2.1 SS1, SS2: Stopping time
	     
	ms

	4.2.2 SS1 Source S-bus
	|_| Deactivated
	|_| Activated

	4.2.3 SS1: Mode
	|_| STO after stop time
	|_| STO when n=0




	Safe brake control (SBC)

	5.1.1 SBC Source S-Bus
	|_| Deactivated
	|_| Activated

	5.1.2 SBC: Brake mode
	|_| SBC without STO
	|_| Automatic with STO

	5.1.3 SBC: Delay SBC
	     
	ms

	5.1.4 SBC: Brake open delay
	     
	ms

	5.1.5 SBC: Delay STO
	     
	ms




Date and signature of supplier				
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